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INDICADOR DE TEMPERATURA AT4WM

5 zonas

Entradas para termopar 6 RTD
Despliegue manual 6 automatico
1/8 DIN horizontal

Suministro 110/220 VAC 50/60Hz

DATOS PARA CONFIGURAR EQUIPO
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ESPECIFICACIONES
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Power supply

110/220VAC 50/60Hz

Allowable voltage range

90 ~ 110% of rated voltage

Power consumption

VA

Display method

7 Segment LED Display

Character size

W9.8 xH14.2mm

Display accuracy

F+S = 0.5% rdg T 1digit

Input sensor

Thermocouples : K(CA), J(IC) /RTD : Pt100Q

Input line resistance

Thermocouples : Max. 100Q / RTD : Max. 5Q per a wire

Available sensor quantity

Thermocouple : Max. 5pcs / RTD : Max. 5pcs

Insulation resistance

Min. 100M & (at 500VDC)

Dielectric strength

2000VAC 50/60Hz for 1 minute

Noise strength

T 1kV the square wave noise(pulse width:1pgs) by the noise simulator

A Mechanical 0.75mm amplitude at frequency of 10 ~ 55Hz in each of X, Y, Z directions for 1 hour
Malfunction 0.5mm amplitude at frequency of 10 ~ 55Hz in each of X, Y, Z directions for 10 minutes
S Mechanical 300m/s* (Approx. 30G) 3 times at X, Y, Z direction
Malfunction 100m/s? (Approx. 10G) 3 times at X, Y, Z direction

Ambient temperature

—10 ~ +507T (at non—freezing status)

Storage temperature

—25 ~ +65 T (at non—freezing status)

Ambient humidity

35 ~ 85%RH

Unit weight

Approx. 322g




