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GUIA RAPIDA DE REGISTRADOR PRCR06

: . i _ _|MENU |

Para poder configurar nuestro equipo s necesaijar gresionado el botoD durante 3
segundos. Al hacer esto mostrara por i segundersaon del software. Pasado los 3 segundos deje de
presionar. Asi podra iniciar la configuracion deligpo

Canfiguracion de rango

Es posible poder configurar cada canal en distimbdo, esto lo logra configurando manualmente cada
canal

r
|
!

Hetting | | Channel | f Mode |

[mRnLE | DR Holk
) = Termopar

= RTD

SCRUE

. =k lad

e SIS TA

=L E

=1 T

~EFRm

S P

PAN

. . \ .| PRINT e .
*Utilice el boton de dessp|azam|er para dirigirse a la opcién-que desea, para podeceater o

ENT
elegir la opcién presione la tec'———-

Display ! Operation keys i_— Description
ESC
= i “ " kevfor3
I:I | -FeE | MENU | 3sec Hald down the “MENU" key for 3 seconds or more
ENT to enter the setup mode. Displays "=Fm=E",

then, press the “ENT” key.

A
I:I |_Ei"i | pRINT | [ ENT Usethe A key to select the channei youwant to set.

~ooT Press the “ENT” key.

A AN
(] N pmm] [_ENT_] Use the A key to select the mode. Press the
! i A R
N “ENT” key.
Py
[~ = J {erINT | [ ENT Use the 2 key to select the type. Pressithie "ENT”
N kev.
A =
- EEi‘W E PRINT | [ FEED Use the A key to select a sign-and numeral.
z " NV ENT IUse the [> key to shift a digit. Press the “ENT” key.
ero setting)
N [ _
EI Ela iz PRINT | [ FEED Use the A key to select a sign and numeral.
A%
S . N lse the [> key to shift a digit. Pressthe “ENT” key.
pan setting)

f om ] Press the “ENT" key. Seifing is completed.
o ~5EE- (=) -\

To return to the usei mode. hold down the “MENU"
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Una vez que seleccione &i tipo de sefial (TC o REDJira que seleccicnar el tipo de termopar o el
rango que utilizara (V ¢ A)

Hal ke | N\ \N\>Y > | {O~H +10mY
e 20RH 0~ 20mV'
SORH 0~-50mV
200Rd +200mV
H +1V
SH 0~5V
O +10V
=R 4~20mA
- R
S s
(= K
E E
) J
= T
C [o}
RUFE Au-Fe
™~ N
P-020 PR40:20
PLZ PLT
¥ U
(.
[~ —Pe Pt100
WPk JPt100

Después podra seleccionar el rango de temperatura.

PN O
IUse the A key to select a signiand numeral.
L] [- {CCC o) (reen) U8 ’ 2
] ENT LIse the [> key to shift a digit, Press the “ENT” key.
(Zero setting)
N =
{ - paanT | [ FEED Use the A icay to select a sign and numeral:
| (2000 [f“_‘_:ll_] Use the [ key to shift a digit. Presethe “ENT" k
PANSN ENT se the [> keyo shift a digit. Pressthe “ENT” key.
(Span setting) L_] \ 9 = y

Para poder guardar cambios de la configuracicoatai seleccione la opcion SET.
-CE e~ ENT Press the “ENT” key. \Setting is completed.

To return to the user mode, hold down the “MENU"

kev-for 3 seconds or more,

ConfigquraciGn de Alarma

Se pueden poner mas de una alarma por cada cag=hstivan mas de un rivel. Y asi poder configurar
diferentes salidas a relevador.

Option
AN
-~ ~
| setting || Channei| | Level | | ON.OFF || Type | |Setting value| | Relay ON.OFF || Relay No.
T P Lt | [ =0 - -2000 || onm {
Coee ||=FE ||k S ‘
=
ko™
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Configure la alarma alta o kaja segun requiera@ceso, como el siguiente gjemplo.

Display_ | Operation keys_| Description ]

ESC
AL Fe (enU | 3sec Hold down the “MENLU"key for 3 seconds or more
to enter the setup imode. Use the A key to dispiay

A
[PRINT | [ ENT
L'_J "FL M= = Press the “ENT” key:
N
J lJse the A key to select the channeivoi tto set.
I:I Ei‘l { J [pR|NT|[ENT se the A key to select the channeivou want to se

____ Press the “ENT” key.

\ A
III L Use the A key to select an alarm level. Press the

“ENT” key. Up to 4 levels can be set.

Py
Use the A key to select alarm seiting ON. Press
III AN PRINT | | ENT s& the y ting

the “ENT” key. Setting "mFF " displays

L

| RN

"R R~ /~" and compigtas seiting.

P

Use the A key'io seiect an alarm type. Press the
WY “ENT” key

Set analarim point. Use the [> key to shitt a digit,

DR
il
=
x|
iz
i =
)

=

2p
il
L]

-]
(]
nd
1
1
1

ENT andusetne A key to select a numerai- Once setting
is.completed, press the “ENTT key. A decimal point

position is fixed depending on the range.

Para poder guardar la configuracion de la alarnmseessario seguir los pasos siguientes:

[ Display | Opsraiion keys | Descrption |
AN JAYANN .

i ‘U‘fﬂ] @ When an alarm occurs, issues the_alarm output
from the alarm-output relay. Use the A key to select
atarm output ON and press the “ENT” key.

If-the alarm output is not used, select OFF and
press the “ENT” key.

— SAME W FAN Hithe 5 i =t thet
II' l_f | @ if the-alarm output is set to ON,set the relay number.

Use the A key to select the retay number out of 1 to

6, and press the “ENT" key.:

[ "ENT Press the “ENT” key. Setting is compieted.
L] [-=Ee- | &7

When youwant to continue to set for otherchannel,
press the A Key to select iie ‘channel, and start
setting. To return to the user mode, hold down the

“MENU" key for 3 seconds or more.
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Configuracion de unidades

Al momento de imprimir datos en el papel aparecdodnvalores seguido de las unidades de su
preferencia.

F Setting H Channa] |ChanNoJ L, Code No. |
Urd B T ( od mFE( o)
' 2 = NI
= =] 4| End
-
g = =
=

Por ejempio tinidades con el simbolo de grados

[_Display | [_operation keys ]

ESC

I:l Lﬂi‘tl_ = 3sec Hold down the “MENU" key for 3'seconds or more
VAN to enter the setup mode. Use the A key to displa
: o disly
"ldim} k=" Then, press the “ENT” key

A
I:' C l-_\_i__“ PRINT Use the A key to select the channzl you want to set.
| Y

Then, press the “ENT” key.

P N\ AN =\
{ 1o Ed bF PRINT-| ;EEDJ Use the A or [> key ta'select ihe 1st character of
| iJ .

o ! y by “ id
(Code No.) EIS! the code number;and viess the “ENT” key.
See Characters Code Table on the next pags
A =
IE' == N FEED Set the 2rid-character in the same manner.
____ | ENT
i} A == . .
El Ed DD pRINT | [ FegD When the number of unit characters is less than 6,
ENT enter a code(3i3) to end. Press the “ENT” key.
= ‘_‘_gt - ENT Fress the “ENT” key. Setting/is completed.

To return to the user modie, heid down the “MENU"

key for 3 seconds or more:

Configuracion de velocidad de'ia grafica

Seleccione la velocidad del grafica segun los ddeds siguiente tabla:
La velocidad esta dada en mm/h

0 1 2 3 4 5 10 15 | 20 25
30 40 50 60 735 80 90 10G 1120 150
160 180 200 240 300 360 375 450 | 600 720
750 500 1200 1509
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Por ejemplo si queremos que grafique 15metras poa bonfiguramos de la siguiente forma. Esto
quiere decir que por cada hora el equipo grafit&imm en el papel

| Display |_ Opsration keys | Description |

ESC

PN MENU| 3sec Press the “MENU" key for 3 seconds or more to
!' ; EHHF‘ t E__J i y on o]

A

Py A AP . .
- entsr the setup mode. Use the A key to displa
PRINTI : P SWeY play

R~ =", and press the “ENT” key.

N
- Use the A key to select the 1st chart speed, and

press the “ENT" key.

! - Use the A key to setthe 1st.chart speed, and press
(S0 El |

the “ENT” key.

-SEk - iENTj Press the "ENT " key. To return to.the user mode,

hold down the “MENU” key for 3 seconds or more.

Configuracion de fecha y hora

LSetting | | Year I! Month, Day | | Time |
CLalCH |9 2000 ||[AD-0¢ ||k OBE=00

Para poder configurar la fecha y la hora seguimgsiguientes pasos:

| Displa;_‘_' | Operation keys | | Descrip_ti;;

ESC

= MENU |3sec Hold down the “MENU" key fer'3 seconds or more

< (&) tos . Useths A i
ENT ) o-enter the setup mode. Use the A key to display
~ N "CL el " and préss the “ENT” key.

o=

by i E DDD [Pmm‘} {FEED Set the year. Userthe A key to selecta numieral,
e | SIS
fmr and use the > key to shift a digit.
Pressthe “ENT” key.
PaN =
i:‘ D (= {1 y PRINT | [ FEED Set'the month and day.
~
ENT Operate in the same manrier as setting the year.
PaN >
= OB = 63 J =) Set'the time (hours and minutes).
P el
ENT Operate in the same manner as setting the year.
EnT ) Press the “ENT” key. 7o return to the ‘user mode,

;

LI

m

m
'

hold down the “MENU" key for 3 secconds or more.
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Copiar la configuracion de un canal

Se utiliza en caso de que ia configuracion seasempara dos 0 mas canales.

i Setting | | Copy-from Channell | Copy-t Channell
CaPH|iF CRt e OR
Y O = L=
= g =S G )~

Por ejemplo si ya configuramos el canal 1y dessajue el canal 2 tenga esta misma configuracion.

Display : Operation keys | lr_. Description
ESC
y )¢ MENU |3sec Hold down the “MENU” key for 3 seconds or more
=~ (e \\

A .
to enter the setup mode. Use the A key to display

"C =aP'd", and press the “ENT” key.

PaN
= E"l ! PRINT | | ENT Use the A key to select the copy-from channel, and
press the “ENT” key.

| ENT Use the A key te select'the copy-to channel, @nd

FaN
= T [Prv7] (&

press the “ENT ™ key.
-SE=- = Press the "ENT” key. To return to the user mode,

haid down the “MENU" key for 3'secends or more.

Configuracion de otras funciones

| Setting | | Mode i
L o S = Printing Cycle
=ormE Zone Recording
= (el Fartial Compression/Expansion
Frel == Digital Print
=R Tag
e Comment Words
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k=~ Erd(Ciclo de impresién) Seleccion de un ciclo de insjie de entre 10, 20, 30 y 60 segunilos.
Por ejemplo configuraci¢n con un ciclo de 60 segsind

|-_9_I§.:)_|:i; L Operation keys | LﬁRe_iitgr_ig_w-ti_on
ESC
| FLO | {(MenU | 3sec Hold down the “MENU" key for 3 seconds or more
RN d \

to-enterthe setup mode. Use the A key to display

A
ENT
"R (", and press theé “ENT” key.

A
b= == o [ﬂ] ENT Use the A key to display "k=y=E m=l", and press
— the “ENT” key.

PaN i N
Use\iie A key to select the printing cycle "E=",

and press the “ENT” key.
(&n7 ) Press the “ENT” key.~$etting is completed:

B

.".;‘Ei:_

To return-tortne user mode, hold dewn the “MENU”

key for s seconds or more.

Z@niE(Zona d grabacién) Los datos de cada canal se pueggstrar por separado en otra area para
que no se superpongan.
Por ejemplo ajustar la grafica para el Canal 12@ehl 50% de la hoja y el Canal 2 de 50 al 80% para
que no se superpongan.

[ Display | Operation keys |

ESC

HL“ { [WEQ'?: 3sec Hold down the “MIENU" key for 3 seconds or more

“&:] ter the s : the A k i
(oRINT to enter the setup mode. Use the A key to display

A -
:i:li'lE PRINT | [ ENT Use the A key to display "= m=o==", and press the
= “ENT” key.

D
Use the A key to select the channel you want to set,
Ch &ee & ke Uik

and press the “ENT” key.

PaN =
Y SEED | Set a zero point printing position in percentage (%).
L LJED PRINT | uLt_L_Jl P prneng p p e %)
[Nt Use the A key ta-select a numeral, and use the [>
(Setting of Left-end Position) et
key to shift a digit. Press the “ENT" key.
PaN =
: P = 3 [PRINT Seta span-printing position-in percentage (%).
| | - Paw) | . .
(Setting of Right-end Position) ENT Operate in the same-manner as setting the zero
- cs5
point printing position.
-S| - ENT Press the “ENT” key. Setting is completed.

Ta'return to the user mode. hold down the “MENU”
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FFm=(Compresion/expansion parcial) Registrat los daies medicion' del canal, parcialmente
comprimido 6 expandido.

Por ejemplo si tenemas en el canal 1 la cernifigonade 0 a 1,000°C v deseamos que_grafique de 0 a
30% del espacic de 0'a 500°C y del 30% ai-100%slmcio graficara de 500 a 1000°C

0°C. . 500.0°C 1000.0°C
\ [ | [ ]
N | 1
0%) (30%) 100%)

[_operation keys ]

F @]3560 Hold down the “MENU" key for 3 seconds or more
Py

el v to enter the setup/modz. -Use the A key to display
PRINT | | ENT
N "R {", and press the “ENT” key,

Py
N QWA " et and
PR = Lfﬁﬂ] | ENT Use the key to select "PF=l&" and press the
"ENT key.
A " ol
E b= | PRINT | ENT Jsethe A key to selectihs channel you want to set,
and press the “"ENT” key.
JaX
o PRINT | ENT L‘Jse the A key to select "g=", and press the
TENT” key.
R Prﬁ" [ .D:\ | Set a boundary point position in percentage (%)
= (Prwr ) [ reen | )
[_ET\ﬁ Use the A key to seiect a numeral, and usesthe >
PN key to shifia digit. Press the “ENT" key.
paN = . . o AWRY "
DEDE D 'FRINT] FEED Seta boundary point position to "0£00.0". Use the
. -~ e A'key to select a numeral, and use the [> key to
shift a digit. Press the "ENT” key.
-SE- ENT Press the “ENT" key. Setting is.completed.

To return to the user mode, hold down the “MENU"

key for 3 seconds or more:
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P} =k (Impresion digital) Especificar con ON / OFF pasala canal si se'va a imprimir los datos. Se
puede activar o desactivar la impresion de cadalenios canales (esto se debe de hacer-manualmente

para cada canal).

[ Display

| Operation keys | !_ Description

ESC

] ] (e
{ F“_“ 1 , MENU | 3sec
A L L S ~
N
e ENT
A
b PRINT ENTJ
L0 N1
=T R e
-SEE- =]
=R

Hold down the “MENU" key for 3 .seconds or more
o enter the setup mode. (Lise the A key to display
"F " and press the “ENT” key.

Use the A key to display "My} ml=", and press
the “ENT” key.

Usathe A key to select the channel you want to set,
and press the “ENT! key,

Use the A key to switch from "= =" to "eo=",
and press the “ENT” key.

Press the “ENT” key. Setting is completed.

To return to the user made, held down the “MENU”

key for 3 seconds or more.

(Etigueta) Establecer la etiqueta, que se va aiinipen lugar del nimero de cafal, para

el registro de impresion 6 de impresian inanuallaareacion de 7 caracteres (seleccionar de la
tabla de caracteres de codigo), por cada uno dmaludes

Hold dowin the “MENU" key for 3 seconds ormiore
to enterthe setup mode. Use the A key ta display
“RL " and press the “ENT” key

Use the A key to display "k RL", and press the
“ENT” key.

Use the A key to select the channel you want to set,
anid press the “ENT” key.

Set "= {" as the 1st character. Use the A key to
select a code, and use the [>"key to shift a digit.

Press the “ENT " key.

> Set the 2nd through 4tk characters in the

same manner.

[ Operation keys |
ESC
(] [Rais ] e
——— Pay
W\ A
(] [eRG__ |
ol PaN
BREE
N\ VAN
EIN"EE (penr] (e85
LA —
{Setting of 1st Character) (&7 ]
¥ NPat = N
El Cod =2 i PRINT | [ FEED
(Setting of 2nd Character)
SO A =
EINEEE =
(Setting of 3rd Character) EnT
ay =

(Setting of 4ih Character)

) [Cd 0D o (&)

(Setting of 5th Character)

[ ] [-SEe= 0 =2

/
LA

Set "O0O" as the 5th character and press the
"ENT” key.

Press the “ENT" key.- Setting is completed.
To returri-to the uiser mode, hold dowii the "MENU"

key far 2 seconds or more.
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IMdustiol

Technology S.A.de C.V.

=== (Comentarios) Establecer las palabras comentaria ger impreso por DI. Hay tres clases de
palabras y el establecimiento de un comeniario akahl6 caracteres (seleccionar de la tabla de
caracteres de cédige) para cada DI.

[ Display |

I\ W\ ] ]
L.De GCTIE‘[IOI‘I

Operation keys |

B3

Hold down the “MENU" key

F"_" ‘ (weny | 3sec for 3 seconds or more
ﬁ to enter the setup mode Use the A key to display "
-FRIHT ENT
: AL {", and press the “ENT" key.
ay -
CAml J| pan] ENT ] Use the A key to display "L mml=", and press the
A “ENT " key.
ay
C e ENT Use the A key to seiect s comment number
) Display "C Ak {"and press the “ENT” key.
£ \\=
g i e HF Pt | E,EE.}] Set "= " as the ist character. Use the 4 key to
oV [ EmT ] select & code, and use the [> key fo shift a digit.
[Setting of 1st Character) L
Press the "ENT” key.
aX ==
E Ed HE eriNT | [ EEED Set™| E" as the 2nd character.
. ENT Operate in the same manner as setting the 1st
(Setting of 2nd Character)
character to end.
Fax =
3 E d Dl—: PRINT [FEEI}] Set “D D” as the 3rd character,
3 Operate in the same manner as setting the disi
(Setting of 3ra Character) ENT P \ I g
character.
; A
: 5\ } (Setting of 9th Character)
r_‘"‘: Repeat setting for each channel.
:D_ | (Setting of 10th Character) > : g A"
i__:___i (Setting of 11th Character)
|
|
I
|
iE__i (Setting ‘of 15th Character) o

— Press the "ENT key. Setting is completed.

-SEk-

To retum te the user mode, hold dowry the “MENU”

wey for 3 seconds or more.
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